HAC-T334-ODB-2-8

FEATURES

IVMS HD-TVI 1080P Exterior IR Dome Camera

e HD1080P Video Output
e HD-TVI Technology

e No OSD menu, DNR

¢ 60 ft IR distance

* IP66, IK10
e DWDR

Specifications |

Model Number

HAC-T334-ODB/2.8

Image Sensor

2MP CMOS Image Sensor

Signal System

PAL / NTSC

Effective Pixels

1920(H)*1080(V)

Min. lumination

0.01 Lux @ (F1.2, AGC ON), 0 Lux with IR

Shutter Time 1/30s to 1/50,000 s

Lens 2.8mm, Angle of View: 105.8°

Angle Adjustment Pan: 0 - 355°, Tilt: 0 - 75°, Rotation: 0 - 355°
Day & Night ICR

Video Frame Rate

1080p @ 30fps

HD Video Output

1 HD-TVI output up to 1200ft with RG59U 95%

CVBS Output

N/A
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Working Temperature / Humidity 40 °C - 60 °C (-40 °F - 140 °F) Humidity 90% or less (non

condensing)
Power Supply 12 VDC£15%
Power Consumption Max. 4W
Weather Proof Ratings IP66, IK10
IR Range Up to 60 ft
Dimensions 04.37"x3.24"
Weight 1.21lbs

Electrical Box HTH-280Z]-DM18RB




