
HCQ-08BP

FEATURES

Color Quad Processor, 8 Channel A/B, 60FPS, OSD, Alarm, 12VDC. Size: 323x244x44

8 Video composite input
On Screen Display
RS-232 Remote control

Specifications
Model Number HCQ-08BP
Video Standard (Scanning System) NTSC/PAL
Video Auto Detection Yes
Video Input 8 x BNC, 1.0 V p-p Composite, 75 ohm
Monitor Output 1 x BNC (1.0V p-p Composite , 75 ohm), 1 x Y/C
VCR Input 1 x BNC (1.0V p-p Composite , 75 ohm), 1 x Y/C
VCR Output 1 x BNC (1.0V p-p Composite , 75 ohm), 1 x Y/C
Refresh Rate Real time refresh rate 30FPS
Alarm Input 8, NO/NC/OFF for each alarm input
Alarm Output 1 A 30V DC (NO/NC)
Remote Control RS-232 Interface(9-Pin, D Type)
Picture Elements PAL: 1024 (H) x 576 (V) NTSC:1024 (H) x 512 (V)
On Screen Display Camera, Title, Date/Time, Alarm activation icons
OSD Operating Function Yes
AGC Automatically adjusted and synchronized
Individual Video Adj. Yes



Specifications
VCR Video Adj. Yes
Fully Digital Control Yes
Rack Mountable Yes
Power Source 12-24V AC/DC, 50/60 Hz (14 W)
Humidity 0%-95%
Dimension 430mm(L) x 243 mm (W) x 44 mm(H)
Weight 2.7Kg


