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HACC-CRD1-PM
MIFARE Vandal-Resistant RFID Reader with Keypad

NDAA   COMPLIANT     |     FCC   CERTIFIED

● Type: Card reader with keypad
● Verification: Card, password
● Card type: MIFARE (13.56 MHz IC)
● Reading distance: Up to 1.18 in (3 cm)
● Interface: RS-485, Wiegand
See compatible devices on page   2  

Specifications
SYSTEM

Product Type Card reader

Backlight Yes

Casing Material Zinc alloy

Card Type IC card

Frequency Range 13.56 MHz

Max. Transmission Power 13.56 MHz: 42 dBuA/m @ 10 m

Verification Method Password; Card

Response Time 0.1 s

Card Reading Distance 0″–1.18″ (0 cm–3 cm)

INTERFACE

RS-485 1

Wiegand 1 (output channel)

ALARM

Tamper Alarm Yes

GENERAL

Power Supply DC 9~15 V, 100 mA

Protection IK08

Power Consumption Standby≤ 0.9 W, working≤ 1 W

Product Dimensions 4.33″ × 3.35″ × 1.02″ (110 mm × 85 mm × 
26 mm) (L × W × H)

Packaging Dimensions 6.02″ × 5.67″ × 3.03″ (153 mm × 144 mm × 
77 mm) (L × W × H)

Operating Temperature +14 °F to +131 °F (–10 °C to +55 °C)

Operating Humidity 0%–95% (RH), non-condensing

Operating Environment Indoor

Net Weight 1.06 lb (0.48 kg)

Gross Weight 1.23 lb (0.56 kg)

DIMENSIONS

CERTIFICATIONS AND COMPLIANCE

Certifications FCC, IC

Compliance NDAA
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Works With
The devices below work with this product and are sold separately. Click any SKU to see photos and details on huntcctv.com, or 
contact us at (888) 993-4868 or info@huntcctv.com for help planning your system.

DEVICE TYPE SKU DESCRIPTION

Controller HACC-SC02 ↗ Two-Door Access Controller with PoE
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